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2-48” (51-1219mm)
GAUGE PLATES/SIZING RINGS

P I G  O P T I O N S

Utilizing our new CNC Water Jet Cutting System, Apache can manufacture Pig Sizing Rings to 
any customer supplied dimensions, quickly and cost effectively.

Size I.D.
(in)

Bolt Circle 
Diameter  (in)

# Holes

16" 8 3/4 11.00 8
18" 10 7/8 12.75 8
20" 10 7/8 13.50 12
22" 10 7/8 13.50 12
24" 14 1/8 16.50 14
26" 14 1/8 16.50 14
28” 16 1/8 19.50 16

30” 16 1/8 19.50 16
32” 20 1/8 24.00 24
34” 20 1/8 23.00 18
36” 20 1/8 25.00 22
38” 22 1/8 27.00 24
40” 22 1/8 26.00 24
42” 24 1/8 30.00 24
48” 32 1/8 36.00 24

Size I.D.
(in)

Weight 
(lbs)

2" 9/16 0.10
3" 9/16 0.20
4" 9/16 0.40
6" 1 1/16 0.80
8" 1 1/16 1.30

10" 1 1/16 2.00
12” 1 1/16 2.80

14” 1 1/16 4.00

2” - 14” Standard Plates
• 1/4” Thick
• Bevelled Edge
• Non-Slotted

2” - 14” Sizing Rings
• to be cut with no 

handles

16” - 48” Standard Plates
• 3/8” Thick
• Non-Bevelled
• Slotted

All Gauge Plates are cut out of 6061 T6 Aluminum and come standard with the below 
dimensions. 
Gauge Plates are manufactured to Customer Supplied O.D +/- 2mm Tolerance

16” - 48” Sizing Rings
• to be cut with four 

(4) handles


